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CONTROLLED DRAWING
 

THIS IS A REGISTERED PART WITH A THIRD PARTY
AGENCY FOR USE ON A PRODUCT.  NO SUBSTITUTIONS
ARE ALLOWED.  CONSULT ENGINEERING PRIOR TO AND

REGARDING ANY CHANGE.

DATUMS:
 

-A-  - MOUNTING FACE OF FLYWHEEL

-B-  - ENGINE CRANKSHAFT HORIZONTAL 

-C-  - ENGINE CRANKSHAFT VERTICAL 
    

       - CENTER OF GRAVITY
 

       - CLOCKWISE (CW) ROTATION WHEN VIEWED
          FROM FRONT OF ENGINE
 
CAUTION:
 

ALL PLUMBING MUST BE SUPPORTED AND/OR 
ISOLATED SO THAT NO WEIGHT OR STRESS IS
APPLIED TO ANY ENGINE COMPONENT
 
ATTENTION:
 

REFER TO THE SPECIFIC MODELS' 
"INSTALLATION AND OPERATION DATA"
FOR INSTALLATION GUIDELINES
 
AVAILABLE MODELS:
 

DQ6H-FMKA60, -FMKA88, -FMKA98
 
MODELS ARE TURBOCHARGED
WITH RAW WATER AFTER COOLING
 
NOTES:
 

1) FUEL SUPPLY PIPING FROM TANK TO ENGINE
    SHOULD BE 1/2" MINIMUM PIPE DIAMETER
2) FUEL RETURN PIPING FROM TANK TO ENGINE
    SHOULD BE 3/8" MINIMUM PIPE DIAMETER
3) THE LOOP SHOWN IS BASED ON STANDARD
     LOOP CONSTRUCTION AND FM SIZING CONDITIONS
          

FOR ENGINE SPECIFIC OPTIONS
SEE www.clarkefire.com
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524
[20.6]

340
[13.4]

RAW WATER
OUTLET

221
[8.7]

0
[0.0]

0
[0.0]

258
[10.2]

BATT. 1 & 2 POS.
340

[13.4]
AC CONNECTION

HEATER 2000 WATT
STD -230 VAC +5% / 10%

-B-

367
[14.5]

727
[28.6]

1244
[49.0]

FLEX EXHAUST
6" 150# FLANGE

DQ6H-FMKA

449
[17.7]

649 [25.5]
AC CONNECTION

HEATER

166 [6.6]
BATT. 1 POS.
CONNECTION
3/8"-16 STUD

60 [2.4]
BATT. 2 POS.
CONNECTION
3/8"-16 STUD

210 [8.3]
BATT. NEG.

106 [4.2]
REAR LIFT BRKT

OIL FILL CAP

0
[0.0]

1014 [39.9]
FRONT LIFT

BRKT

PANEL CONDUIT ACCCESS
1.375 HOLE UNDER PLUG

-C-

341
[13.4]

BATT. NEG.

FOR ALTERNATE LOOP CONSTRUCTION
(STAINLESS STEEL, SEA WATER, AND
HIGH PRESSURE) SIZES MAY VARY

BATT.
NEGATIVE

COOLANT
DRAIN

CONTROLLED
DRAWING

174
[6.9]
CG

484
[19.1]
C.G.999

[39.3]

1.375
CONDUIT HOLE

427
[16.8]

549
[21.6]

715
[28.1]

TSP-M INSTRUMENT
PANEL ASSM

430
[16.9]

CONDUIT HOLE
RIGHT SIDE

0
[0.0]

0
[0.0]

954
[37.6]

PANEL DOOR SWING

581.0
[22.87]

FRONT LIFT BRKT
(FOR ENGINE ONLY)

1324
[52.1]

1231
[48.5]

RAW WATER
OUTLET587

[23.1]
RAW WATER OUTLET

1-1/2" NPT

45
[1.8]

FRONT LIFT BRKT
(FOR ENGINE ONLY)

581
[22.9]

FRONT LIFT BRKT
(FOR ENGINE ONLY)
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351 [13.8]
RAW WATER

INLET

441 [17.4]
FUEL SUPPLY
& RETURN

0
[0.0]

BATTERY
CONTACTORS

259 [10.2]
RAW WATER
INLET 1" NPT

386 [15.2]
FUEL RETURN

3/8" NPT
SEE NOTE 2

401 [15.8]
FUEL SUPPLY

1/2" NPT
SEE NOTE 1

127
[5.0]

FUEL PUMP
CENTERLINE

OIL FILTER

AIR CLEANER
w/ DRIP SHIELD

124
[4.9]

REAR LIFT BRKT
(ENGINE ONLY)

683
[26.9]

REAR LIFT
BRKT

(ENGINE ONLY)

OIL DRAIN

ALTERNATOR

DIPSTICK

COOLANT
FILL CAP

0
[0.0]

0
[0.0]

319
[12.5]

385
[15.2]

6
[0.2]

127
[5.0]

936
[36.9]

1035
[40.8]

391
[15.4]

0
[0.0]

222
[8.8]

318
[12.5]

69
[2.7]

997
[39.2]

265
[10.4]

22 [0.9] X 44 [1.7]
SLOT 2X

USE 3/4" HARDWARE
MINIMUM GRADE 8 OR
CLASS 10.9 RECOMMENDED
IN FRONT MOUNTING FEET

25 [1.0] X 44 [1.8]
SLOT 2X

USE 7/8" HARDWARE MINIMUM
GRADE 8 OR CLASS 10.9 RECOMMENDED

IN REAR MOUNTING SLOTS

0
[0.0]

30°
TYP. 15° 530.22

[20.875]
B.C.

511.18
[20.125]

I.D.

M10 x 1.5-6H
12X

DETAIL DATUM -A-

SAE #1
FLYWHEEL HOUSING

SAE 14 FLYWHEEL WITH
152 TEETH AND 8/10 PITCH RING GEAR

45°
TYP. 438.15

[17.250]
B.C.

M12 x 1.5-6H
8X

-A
-

-B-
466.72.13

[Ø18.375±.005]
0

[0.0]

0
[0.0]

25
[1.0]

FUEL FILTER

139
[5.5]

RAW WATER
INLET

41
[1.6]

FUEL RETURN

10
[0.4]

FUEL SUPPLY

BATT.
1 & 2 POS.

CONN.

ENGINE MOUNTING
FEET

CONTROLLED
DRAWING

0
[0.0]

-B-

CHARGE AIR
COOLER (CAC) HEAT EXCHANGER


